Suction capacity Power consumption

TECHNICAL DATA:

[dm’ /min] [kW] Number of ¢ylinders /
00 | Cylinder diometer 75 mm
Piston stroke J6  mm
300 kPa A y Total piston displacement 159 o’
Mass 10 kg
L ] Working pressure 800 kPa
200 K J 600 kPg 7 Max. pressureor short time duty 1000 kPa
?OO kPar 2 = Max. allowable temp. of compressed air +220°C
! 1 Cooling by inflation of air, with the speed
L1 g by ) P
800 kPa =00 kPa T of the stream min. 4 m/s
100 / L Lubrication forced circulation, splash lubricotion ‘ S
_—— O‘kP ? min. pressure of 3004200 kPa  kPa i <
. . Es wird ein Oldruck von min. 60  kPg !
1000 2000 1000 2000 [ ‘ .
J000(1/min] 3000 {1/min] bei Leerlauf des heissen Motors zugelassen) @
Time Zo fil a tonk of 40dm’ Wox. rp.m. for contivous duty SYMBOLS DESCRIPTION: le- 77\7 %t
capaci )
ey 7 0 = suction connection ‘ M 2
[s] [1/min] [ ] =
100 © \ — 2 = discharge connection ‘ ‘ IS ‘§
/ Ob 1/min |/ CC=60s 81 = lubricating oil inlet ! Al
20 | NS 82 — lubricating oil outlet and crankcase breathing | j@ @ »
2200 1/min 3000 Numeral signs according to International Stondard 1SO-6756 44 23%62
] T —rating plate
N J00kP gp 627 60
o0 L A \ © o mox angular deflection of the compressor - =
10 | LT N max. 169
L ,
— J000 1/min 2000 SN 500Pa w
20 1 ) W Accuracy of the cone 1:5 1/2 AT8 DIN 7178
400 600 800 [kPa] [T £C=300s 200k = 00 Substitutional WABCO 411.141.507.0
6.5
1000 N (;‘;) %
0 50 100 [Ucz] O
NOTE! e avove choracteristics are for open—inlet=valve control system ‘
at minimum cooling requirements ond at ambient lemperature +20C ‘
X ; GENERAL TOLERANCES
DEFINITIONS: cc=crict - period of average operating cycle % “ - - 7‘7 - CLags | RANGE OF NOVINAL DIENTIONS ()i FORCE, POWER
= < ‘ <50 | 558%\ 5188\ >400 < E?cE‘SSURE
UC:%HOOZ* percent ratio of compressor full load ‘ [ 10| 20] 30| 40 | #3 | +10%
operating time in average operating HT OFFER DRAWING
cycle(also called percent duty cycle) T Konstr. | KMalinowsks 14.05.2002 | FABRYKA OSPRZETU SANOCHODOWEGO
(L — compressor no-load operating time Normaliz. /w\ﬂ%m'ik/ POLMO-Pod7 S.A
(exhaust to the atmosphere) Sprondrl B G/ Dzial Konstrukcji

Podziatka[Nazwa

c7 — compressor full load operating time
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